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Model No. 0408C 0410C 0612C 0815C l020C 1220C 1616C 102213C 122515C 

Voltage (v DC) 12V/24V 12V/24V 12V/24V 12V/24V 12V/24V 12V/24V 12V/24V 12V/24V 12V/24V 

Bending Diameter I 50厅1厅1 50mm I 60阿1阿1 60门1厅1 SO mm 120付1门1 120阿1阿1 120阿1付1 120阿1付1

Drawing(mm) 4*8 4*10 6叫2 8*15 10*20 12*20 16*16 10*22 12*25 
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IP Grade 67 67 67 67 67 67 67 67 67 

PCB width 5阿1厅1 6门1门1 Smm lOm内1 8mm/10mm 10mm/12mm 8mm/10mm l0mm/12mm lOmr叫12mr丁1

White ../ ../ ../ ../ ../ ../ ../ ../ ../ 

CCT × ../ ../ ../ ../ ../ ../ ../ ../ 

RGB x × ../ ../ ../ ../ ../ ../ ../ 

RGBW x x x ../ ../ ../ ../ ../ ../ 

Pixel 〉〈 × ../ ../ ../ ../ ../ ../ ../ 
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Side View Ne。n Flex 0408 

2835SMD 5mm 

Optical Parameters 

InstαII Opti。nαl Access。ries Lum in。us Intensity Distributi。n Diagram 

Install Accessories Length(mm/inch) Drawing(mm/inch) Qty. 
-/+180 

30[1.18] 

[IJJ 
3 pcs/M

Feαtu res 
。 High transmittance, environmentally friendly silicone material, 

one-piece extrusion molding, good flexibility 

。 ERP standard spectroscopic, single BIN supply, good color 
consistency 

1000[39.4] LI l; -90 90 1 pcs/M 

U
耐

。 Mutiple and easy installation ways 

O Available to『Single CCT & Single color 

。 High CRl90 ensures the highest quality white light output 

＼ customizable 
？

…
 

�B 

直

国g [I]画

［！］且

Model Voltage Color CRI Min. Cutting 
length 

LED/Type LEDs/Chip LED Qty Control Max. P。wer Luminous Flux Efficacy 

FFWM01A2 24V DC 国崎叫叫呵呵．．．阿 2835SMD 7 126 Leds/m CV 7W/m 280 350 lm/m 40 50 lm/W 55.55 mm 
2.19 inch 

Physical Parameters 

Ra90 

FPCB width Bending Diameter IP Rating Dimension (WxH) Working Temp. Stored Temp. 

5mm[0.197勺

门］…2"]
50mm[1.97” ］ IP67 -25°c阳＋45°C[-13°F阳＋113°F] -25°c阳＋60°C[-13°F阳＋140°F]

Dimensi。ns

Unit: mm[inch] 

: 4mm[O.才6"]
」L
T 

!<--- 5050mm[198.8俨］ .i 

．．．． 

．．． 

I• •I 
150mm[5.91 "] 

03 

Bmm[0.32”l 

04 

深圳市元硕达科技有限公司
www.sunliteleds.com

Shenzhen Suntech Company Limited www.sunliteleds.com Shenzhen Suntech Company Limited www.sunliteleds.com 



Dimensi。ns
Side View Ne。n Flex 0410 
2835SMD 6mm 

5050mm[198.81"] - - - - - - - - - - 叫

Unit: mm[inch] 

: 4mm[0.16"] 

．．．． Feαtu res 

"" -- -- -- -- -- -- --。 High transmittance, environmentally friendly silicone material, 
one-piece extrusion molding, good flexibility 

i 

。 ERP standard spectroscopic, single BIN supply, good color 
consistency 

1 Omm[0.39"] 

Lum in。us Intensity Distribution Diagram Install Opti。nal Access。ries

，。

-/+180 
Qty. 

∞
守
口］
N
F川U

4
叫4叫

f. •I 
150mm[5.91”］ 

Drawing(mm/inch) Length(mm/inch) Install Accessories 

O Available for Single CCT & Single color, tunable white 
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。 Mutiple and easy installation ways 

3 pcs/M 30[1.18] 

-90 YD
J
唱4

门
川川出
口4叫

1 pcs/M 1000[39.4] Optical Parameters 

Min. Cuttinl! 
length 

CRI Efficacy Luminous Flux Max.P。werControl LED Qty LEDs/Chip LED/Type Color Voltage Model 

工
／ JJ)! 

customizable 

SS.SS mm 
2.19 inch Ra90 40-SO lm/W280-3SO lm/m7W/m CV 126 Leds/m 7 283SSMD 咱呼叫呵呵•••：，，，24VDC FFWM02A2 

06 

83.3 mm 
3.28 inch 

IP67 

62.S mm 
2.46 inch 

83.3 m付1
3.28 inch 

IP Rating 

Ra90 

Ra90 

Ra90 

40-SOlm/W 

Stored Temp. 

-2s·c阳＋60°C[-13°F阳＋140°F]

40-SOlm/W 

S0-6S lm/W 

280-3SO lm/m 

3S0-4SS lm/m 

280-3SO lm/m 

7W/m 

Working Temp. 

-2s·c阳＋4S0C[-13°F-+113°F]

7W/m 

7W/m CC/CV 

CV 

CV 

168 Leds/m 

192 Leds/m 

128 Leds/m 

Bending Diameter 

SOmm[l.97”］ 

7+7 

8 

8 +8 

283SSMD 

283SSMD 

283SSMD 

Dimension (WxH) 

门lOmm

叫吨吨呵呵…1
:,.,

Physical Parameters 

24VDC 

24V DC 

24VDC 

6mm[0.236”］ 

FPCB width 

FFWM04A2 

FFDM03A2 

FFDMOSA2 

05 
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Side View Ne。n Flex 0612 

2835SMD & 4040SMD(RGB/RGBW), 8mm 

Optical Parameters 

Feαtu res 

Dimensi。ns

Unit: mm[inch] 

: 6mm[0.23"] 

．．．． 

。 ERP standard spectroscopic, single BIN supply, good color 
consistency 

。 High transmittance, one-piece extrusion molding, good flexibility 
i... 5050mm[198 81"] － …「 － － － － － － － － － － － － － －

－ － － － － － － － － － － － － －
－ － － － － － － － － － － － － － － － － － － － － － － －

叫

」也

Control Max.P。wer Luminous Flux Efficacy 

。 Multiple and easy Installation ways 

©> Available lo『single CCT & Single color, TW, RGB etc. 

画T
E

且

而
且

E

E
F
幽

口
m

E

闹
斟
酌

．．． 

f. •I 
150mm[5.91”

］

T 
12mm[0.47

”

］； 

InstαII Opti。nαl Access。ries Lum in。us Intensity Distributi。n Diagram

Install Accessories Length(mm/inch) Drawing(mm/inch) Qty. 
/+180 

30[1.18] Ul 3 pcs/M 

810.31] 

!Jli
制］

υ1 

-90 90 

1000[39.4] 1 pcs/M 

Model Voltage Color LED/Type LEDs/Chip LED Qty CRI Min. Cuttinl! 
length 

cust。mizable
FFWM08A2 24V DC 国崎叫叫呵呵．．．叫 2835SMD 7 126 Leds/m CV 10 W/m 350-450 lm/m 35-45 lm/W 

此
Ra90 55.55 mm 

2.19 inch 

FFWM09A2 24V DC 2835SMD 7+7 280 Leds/m 62.5 m付1
2.46 inch 

FFWM11A2 24V DC 叫呵呵呵呵．．． 8 128 Leds/m 

83.3π1阿1
3.28 inch 

2835SMD 

FFDM10A2 24V DC 2835SMD 8+8 192 Leds/m 

FMEM07E2 24V DC I RGB 4040SMD 6 120 Leds/m 

125 IT飞阿1Ra90 4.92 inch FFFM06F2 24V DC ccrnxel 

CV 10 W/m 350-450 lm/m 35-45 lm/W Ra90 

CC/CV 7 W/m 280-350 lm/m 40-50 lm/W Ra90 

CV 10 W/m 400-500 lm/m 40-50 lm/W Ra90 

CV 10 W/m R45/G110/B25 

12 96 Leds/m DMX512-8 7 W/m 207-276 lm/m 30-40 lm/W 2835SMD 

62.5 m凹1
2.46 inch 

83.3 m付1
3.28 inch 

Physical Parameters 

FPCB width Dimension (WxH) Bending Diameter IP Ra回ngWorking Temp. Stored Temp. 

Bmm[0.32” l 

DI口
…

60mm[2.36” ］ IP67 25°C-+45°C[ 13°F-+113°F] 25°（阳＋60°C[ 13°f-+ 140。F]

07 08 

深圳市元硕达科技有限公司
www.sunliteleds.com

Shenzhen Suntech Company Limited www.sunliteleds.com Shenzhen Suntech Company Limited www.sunliteleds.com 



Side View Ne。n Flex 0815 

2835SMD & 4040SMD(RGB/RGBW), lOmm 

Optical Parameters 

Feαtu res 

Dimensi。ns

Unit: mm[inch] 

: 8mm[0.32"] 

．．．． 

。 ERP standard spectroscopic, single BIN supply, good color 
consistency 

。 High ransmittance, one-piece ext『usion molding, good flexibility 

'"" 5050mm[198.81"] . - - - - - - - - - - 叫

丰
。 Multiple and Easy Installation ways 

©> Available to『 single CCT & Single color,TW, RGB etc. 
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归 ，｜
150mm[5.91”］ 

τ 
1 Smm[0.59"] 

Install Opti。nal Access。ries Lum in。us Intensity Distributi。n Diagram

Install A臼essories Length(mm/inch) Drawing(mm/inch) Qty. 
/+180 

川
】

10.3 [0.41] 

Model Voltage Color LED/Type LEDs/Chip LED Qty CRI Min. Cuttinl! 
length 

1000[39.4] 1 pcs/M 

Control Max.P。wer Luminous Flux Efficacy 
［

：

 

川
皿
U

-90 90 

FFWM14A2 24V DC 阿叫叫呵呵．．．叫 2835SMD 7 126 Leds/m 

CV 2835SMD 7+7 224 Leds/m FFDM17A2 24VDC 

FFWM15A2 24V DC E!J 呵呵呵呵．．．

FFDM16A2 24VDC 

FMEM13E2 24V DC I RGB 

FMEM12E2 24V DC 

FFDM25F2 24VDC 

FMFM12F2 24V DC � 

2835SMD 8 128 Leds/m CC/CV 

2835SMD 8+8 192 Leds/m CV 

4040SMD 6 120 Leds/m CV 

4040SMD 6 96Leds/m CV 

CV lOW/m 350-450 lm/m 35-45 lm/W Ra90 

lOW/m 350-450 lm/m 35-45 lm/W Ra90 

8 W/m 320-400 lm/m 40-501m/W Ra90 

lOW/m 400-500 lm/m 40-50lm/W Ra90 

lOW/m R45/G110/B25 

10 W/m R35/G95/B17/W85 ／ 

18 108 Leds/m DMX512-6 5.5 W/m 135-190 lm/m 25-35 lm/W Ra90/80 2835SMD 

55.55 mm 
2.19 inch ＼ 9［口35]

／ cust。mizable -C0/180,113 5 ° 

-30 、过J可、唱！......＋’／》� 30 C30/210, 113 4 ° 

飞�豆豆一「 C60/240,113 0 ° 

平均光束角（gO毛） ,113.2度二C90/270,112. 8' 
62.5 m付1
2.46 inch 

62.5 m凹1
2.46 inch 

83.3π1阿1
3.28 inch 

83.3 m付1
3.28 inch 

62.5 mm 
2.46 inch 

166.6 mm 
6.56 inch 

6 
62.5 mm 
2.46 inch 96Leds/m DMX512-16 10 W/m RSO/G140/B25 4040SMD ／ 

Physical Parameters 

FPCB width Dimension (WxH) Bending Diameter IP Ra回ngw。rking Temp. Stored Temp. 

lOmm[0.39”］ 60mm[2.36”l IP67 

门l…
-25'C阳＋45'C[-13'F-+113'F] -25'C阳＋60'C[-13'F阳＋140'F]

09 10 
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Dimensi。nsSide View Ne。n Flex 1020 
2835SMD & 4040SMD(RGB/RGBW), lOmm Unit: mm[inch] 

: 20mm[0.79"] 

Feαtu res 

5050mm[198.81"] - - - - - - - - - - 叫
τ T

� ＇  

u, : I-<· 
0 ' 

3 
3 
� 
《0

。 High transmittance, one-piece extrusion molding, good flexibility 

。 ERP standard spectroscopic, single BIN supply, good color 
consistency 

。 Multiple and easy Installation ways 

」也

©> Available lo『single CCT & Single color, TW, RGB etc. 

Lum in。us Intensity Distributi。n Diagram

10mm[0.39”
1 T 

Install Opti。nal Access。ries
国g [I]画

［！］且

�B 
直 -/+180 Qty. 

3 pcs/M 

，。
1 pcs/M 

川J二
叫

【山
J叫

Drawing(mm/inch) Length(mm/inch) Install Accessories 

30[1.18] 
Optical Parameters 

Min. Cuttinl! 
length 

CRI Efficacy Luminous Flux Max.P。werControl LED Qty LEDs/Chip LED/Type Color Voltage Model 

1000[39.4] 
55.55 mm 
2.19 inch Ra90/80 25-35 lm/W 300-420 lm/m 12 W/m CV 126 Leds/m 7 2835SMD 国崎叫叫呵呵．．．叫24VDC FFWM14A2 

62.5 m付1
2.46 inch ／ customizable Ra90/80 25-35 lm/W 300-420 lm/m 12 W/m CV 224 Leds/m 7+7 2835SMD 24VDC FFDM17A2 

AVERAGE BEAM ANGLE{SO咽）.110.2 DEG 

12 

62.5 m凹1
2.46 inch 

11 

166.6 mm 
6.56 inch 

IP67 

83.3π1阿1
3.28 inch 

83.3 m付1
3.28 inch 

62.5 mm 
2.46 inch 

62.5 mm 
2.46 inch 

IP Ra回ng

Ra90/80 

Ra90/80 

Ra90/80 

-25°c阳＋60°C[-13°F阳＋140°F]

30-40lm/W 

25-35 lm/W 

30-401m/W 

／ 

Stored Temp. 

／ R35/G100/B17 /W88 

-25°c阳＋45°C[-13°F-+113°F]

R48/G120/B25 

130-190 lm/m 

R50/G140/B25 

250-350 lm/m 

240-320 lm/m 

5.5 W/m 

19.5 W/m 

lO W/m 

12 W/m 

12 W/m 

8 W/m 

Working Temp. 

CC/CV 

CV 

DMX512-6 

DMX512-16 

CV 

CV 

108 Leds/m 

192 Leds/m 

120 Leds/m 

128 Leds/m 

96Leds/m 

96Leds/m 

Bending Diameter 

80mm[3.15” l 

8+8 

18 

8 

6 

6 

6 

2835SMD 

4040SMD 

4040SMD 

2835SMD 

4040SMD 

2835SMD 

Dimension (WxH) 

Il｜啤｜｜1

”

门U
同

问1呵呵呵呵．．．

RGB 

Physical Parameters 

RGB 

24VDC 

24VDC 

24VDC 

24VDC 

24VDC 

24VDC 

lOmm[0.39” ］ 

FPCB width 

FFWM15A2 

FMEM13E2 

FMEM12E2 

FFDM16A2 

FFDM25F2 

FFFM12F2 

深圳市元硕达科技有限公司
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Side View Ne。n Flex 1220 

2835SMD & 4040SMD(RGB/RGBW), lOmm 

Optical Parameters 

Dimensi。ns

Unit: mm[inch] 

Feαtu res 
: 20mm[0.79"] 

。 High transmittance, one-piece extrusion molding, good flexibility ．．．． 

。 ERP standard spectroscopic, single BIN supply, good color 
consistency 

i. 芝 5050mm[198.81"] - - - - - - - - - - 叫

。 Multiple and easy Installation ways 

©> Available lo『single CCT & Single color, TW, RGB etc. ．．． 
归 ，｜
150mm[5.91”］ 

12mm[0.47"] T 

画TE
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斟
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Install Opti。nal Access。ries Lum in。us Intensity Distributi。n Diagram

Install Accessories Length(mm/inch) Drawing(mm/inch) Qty. -/+180 

30[1.18] M

M

 

，，，

，，，

 

nv

nv

 

吨3

44

EVO
C－－T
N

［守。。］－T
N

川二
二叫一

川二

-90 

Control Luminous Flux 
,I王[0£3]

1000[39.4] 

Model Voltage Color LED/Type LEDs/Chip LED Qty Min. Cuttinl! 
length 

Efficacy Max.P。wer CRI 

川阳FFWM14A2 24V DC 国崎叫叫呵呵．．．叫 7 126 Leds/m 2835SMD 
customizable ／ 

CV 12 W/m 55.55 mm 
2.19 inch 240-360 lm/m 20-301m/W Ra90/80 C90/27D.107.2 

2835SMD 7+7 224 Leds/m CV 

12 W/m R21/G60/B17 83.3 m付14040SMD 6 120 Leds/m CV 3.28 inch 

4040SMD 6 96Leds/m CV 12 W/m R17/G51/B13/W65 ／ 
62.5 mm 
2.46 inch 

2835SMD 18 108 Leds/m DMX512-9 5.5 W/m 110-165 lm/m 20-30 lm/W Ra90/80 166.6 mm 
6.56 inch 

4040SMD 6 96Leds/m DMX512-16 19.5 W/m R27 /G73/B22 ／ 
62.5 mm 
2.46 inch 

FFDM17A2 24VDC 

FFWM15A2 24V DC E!J 呵呵呵呵．．．

FFDM16A2 24VDC 

FMEM13E2 24V DC I RGB 

FMEM12E2 24V DC 

FFDM25F2 24VDC 

FMFM12F2 24V DC � 

2835SMD 8 128 Leds/m CC/CV 

2835SMD 8+8 192 Leds/m CV 

AVERAGE BEAM ANGLE(SO幅）：110.2 OEG 
12 W/m 240-360 lm/m 20-30 lm/W Ra90/80 62.5 m付1

2.46 inch 

8 W/m 200-280 lm/m 25-35 lm/W Ra90/80 62.5 m凹1
2.46 inch 

lO W/m 250-350 lm/m 25-35 lm/W Ra90/80 83.3π1阿1
3.28 inch 

Physical Parameters 

FPCB width Dimension (WxH) Bending Diameter IP Ra回ngw。rking Temp. Stored Temp. 

lOmm[0.39”］ 120mm[4.72”］ IP67 

DI20mm[0.79"] 

12mm[0.47] 

-25°（阳＋45°C[-13°F-+113°F] -25°（阳＋60°C[-13°F阳＋140°F]

13 14 
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Dimensi。nsSide View Ne。n Flex 1220 
2835SMD & 4040SMD(RGB/RGBW), l2mm Unit: mm[inch] 

: 20mm[0.79"] 
Feαtu res 

i. 芝 5050mm[198.81"] - - - - - - - - - - 叫

」也

．．．． 。 High transmittance, one-piece extrusion molding, good flexibility 

。 ERP standard spectroscopic, single BIN supply, good color 
consistency 

．．． 
。 Multiple and easy Installation ways 

©> Available lo『single CCT & Single color,TW, RGB etc. 

Lum in。us Intensity Distributi。n Diagram 

-/+180 

12mm[0.47"] T 

Qty. 

［］「i

Drawing(mm/inch) 

Install Opti。nal Access。ries

Length(mm/inch) 

H 叫
150mm[5.91”］ 

Install Accessories 国g [I]画

［！］且

�B 
直 3 pcs/M 30[1.18] 

，。

l, ,1 :, 
1 pcs/M 1000[39.4] Optical Parameters 

1：」叫＼ 
Min. Cuttinl! 

length 
CRI Efficacy Luminous Flux Max.P。werControl LED Qty LEDs/Chip LED/Type Color Voltage Model 

／ customizable 55.55 mm 
2.19 inch国崎叫叫呵呵．．．叫 Ra90/80 20-301m/W 240-360 lm/m 12W/m CV 126 Leds/m 7 2835SMD 24VDC FFWM20A2 

AVERAGE BEAM ANGLE(SO幅）.110.2DEG

62.5 m付1
2.46 inch 

FFDM22A2 

Ra90/80 

Ra90/80 

Ra90/80 

62.5 mm 
2.46 inch 

83.3π1阿1
3.28 inch 

83.3 m付1
3.28 inch 

62.5 m凹1
2.46 inch 

20-301m/W 

25-35 lm/W 

25-35 lm/W 

240-360 lm/m 

250-350 lm/m 

R22/G72/B21 

200-280 lm/m 

12W/m 

10W/m 

12W/m 

12W/m 

CV 

CC/CV 

CV 

CV 192 Leds/m 

224 Leds/m 

120 Leds/m 

128 Leds/m 

7+7 

8+8 

6 

8 

2835SMD 

2835SMD 

4040SMD 

2835SMD 问1呵呵呵呵．．．

RGB 

24VDC 

24VDC 

24VDC 

24VDC 

FFWM21A2 

FMEM19E2 

FFDM23A2 

16 

／ 

15 

62.5町，m
2.46 inch 

IP67 

IP Ra回ng

／ 

Stored Temp. 

-25°c阳＋60°C[-13°F阳＋140°F]

R29/G60/B15/W80 

R27 /G73/B22 

-25°c阳＋45°C[-13°F-+113°F]

19.5 W/m 

12W/m 

Working Temp. 

CV 

DMX512-16 

96Leds/m 

96Leds/m 

Bending Diameter 

120mm[4.72”］ 

6 

6 

4040SMD 

4040SMD 

Dimension (WxH) 

DI20mm[0.79"] 

12mm[0.47] 

Physical Parameters 

RGB 

24VDC 

24VDC 

FPCB width 

12mm[0.47] 

FMEM18E2 

FMFM18F2 

深圳市元硕达科技有限公司
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Side View Ne。n Flex 1616 

2835SMD 8mm 

Optical Parameters 

Feαtu res 
。 High Transmittance, one-piece extrusion molding, good flexibility 

。 ERP standard spectroscopic, single BIN supply, good color 
consistency 

。 Multiple and easy Installation ways 

©> Available to『Single CCT & Single color, tunable white 

国g [I]画

［！］且

Model Voltage Color LED/Type LEDs/Chip LED Qty Control Max. P。wer Luminous Flux Efficacy CRI Min. Cutting 
length 

FFWM08A2 24V DC 

FFWM09A2 24V DC 

FFWM11A2 24V DC 

FFDM10A2 24V DC 

l咱 吨""'iSOO::叫．．．阳

咱吨""'I吨吨．．．阳

Physical Pαrameters 

FPCB width Dimension (WxH) 

8mm[0.32’1 

口116mm[0.63"]

17 

2835SMD 7 126 Leds/m 

2835SMD 7+7 280 Leds/m 

2835SMD 8 128 Leds/m 

2835SMD 8+8 192 Leds/m 

Bending Diameter 

120mm[4.72”l 

CV 10 W/m 

CV 16 W/m 

CC/CV 7 W/m 

CV 12 W/m 

w。rking Temp.

-25°c阳＋45°C[-13°F-+113°F]

550-650 lm/m 55-65 lm/W Ra90/80 

960-1120 lm/m 55-65 lm/W Ra90/80 

420-490 lm/m 60-70 lm/W Ra90/80 

720-840 lm/m 60-70 lm/W Ra90/80 

Stored Temp. 

-25°c阳＋60°((-13。F阳＋140°F]

55.55 mm 
2.19 inch 

50 m町1
1.97 inch 

62.5 m凹1
2.46 inch 

83.3阿，m
3.28 inch 

IP Rating 

IP67 

Dimensi。ns

Unit: mm[inch] 

．．．． 

h 叫

150mm[5.91”］ 

: 16mm[0.63"] 

InstαII Opti。nαl Access。ries

Install Accessories Length(mm/inch) Drawing(mm/inch) Qty. 

30[1.18] UJ 3刚

1000[39.4] L」1 1刚
18.2 [0.72] 

customizable 」斗1
／ 

5050mm[198.81"] - - - - - - - - - - 叫

T 
16mm[0.63"{ 

Lum in。us Intensity Distributi。n Diagram

-/+180 

-90 

AVERAGE BEAM ANGLE{SO咽）.110.2 DEG 

18 
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Side View Ne。n Flex 1616 

2835SMD & 4040SMD(RGB/RGBW), lOmm 

Optical Parameters 

Model Voltage 

FFWM14A2 24V DC 

FFDM17A2 24VDC 

FFWM15A2 24V DC 

FFDM16A2 24VDC 

FMEM13E2 24V DC 

FMEM12E2 24V DC 

FFDM25F2 24VDC 

FMFM12F2 24V DC 

Color 

国崎叫叫呵呵．．．叫

E!J 呵呵呵呵．．．

I RGB 

r.;; 

Physical Parameters 

FPCB width Dimension (WxH) 

lOmm[0.39” ］ 

D116mm[0.63"] 

19 

Feαtu res 
。 High Transmittance, one-piece extrusion molding, good flexibility 

。 ERP standard spectroscopic, single BIN supply, good color 
consistency 

。 Multiple and easy Installation ways 

©> Available to『single CCT & Single color, TW, RGB etc. 

国g [I]画

［！］且

LED/Type LEDs/Chip LED Qty Control Max. P。wer Luminous Flux Efficacy CRI Min. Cutting 
length 

2835SMD 7 126 Leds/m CV 12 W/m 600-720 lm/m 50-60 lm/W Ra90/80 

2835SMD 7+7 224 Leds/m CV 12 W/m 700-840 lm/m 50-60 lm/W Ra90/80 

2835SMD 8 128 Leds/m CC/CV 8 W/m 440-520 lm/m 55-65 lm/W Ra90/80 

2835SMD 8+8 192 Leds/m CV 12 W/m 660-780 lm/m 55-65 lm/W Ra90/80 

4040SMD 6 120 Leds/m CV 14.4 W/m R40/G120/B30 

4040SMD 6 96Leds/m CV 14.4 W/m R35/G115/B25/W115 / 

2835SMD 

4040SMD 

18 

6 

108 Leds/m DMX512-6 

96Leds/m DMX512-16 

5.5 W/m 

19.5 W/m 

Bending Diameter w。rking Temp.

120mm[4.72”l -25"C阳＋45"C[-13"F-+113"F]

190-245 lm/m 35-45 lm/W Ra90/80 

R30/G110/B20 ／ 

Stored Temp. 

-25°C阳＋60°C[-13°F阳＋140°F]

55.55 mm 
2.19 inch 

62.5 m付1
2.46 inch 

62.5 m凹1
2.46 inch 

83.3π1阿1
3.28 inch 

83.3 m付1
3.28 inch 

62.5 mm 
2.46 inch 

166.6 mm 
6.56 inch 

62.5 mm 
2.46 inch 

IP Ra回ng

IP67 

Dimensi。ns

Unit: mm[inch] 

．．．． 

'"" 

归 ，｜

150mm[5.91”］ 

: 16mm[0.63"] 

Install Opti。nal Access。ries

Install Aαessories Length(mm/inch) Drawing(mm/inch) Qty. 

30[1.18] L」1 3刚

1000[39目4] UJ 1刚

＼ cust。mizable

i：；二� Ii ／ 

5050mm[198.81"] - - - - - - - - - - 叫

T 
16mm[0.63"{ 

Lum in。us Intensity Distributi。n Diagram 

-90 

-/+180 

，。

-C0/180,113 5 ° 

30�"1--噜......-r三y" 30-C30/210, 113. 4 • 
～�立� C60/240,113 0 ° 

平均光束角（g0%) : 113 • 20C- C00/2川12.8"

20 
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Dimensi。ns
Side View Ne。n Flex 102213 
2835SMD & 4040SMD(RGB/RGBW), lOmm Unit: mm[inch] 

: 1 Omm[0.39"] 
Feαtu res 

5050mm[198.81"] 
· · · · · · · · · · 叫

。 ERP standard spectroscopic, single BIN supply, good color 
consistency 

。 Multiple and easy Installation ways 

」t

©> Available to『single CCT & Single color, TW, RGB etc. 

Lum in。us Intensity Distributi。n Diagram

'"" -·-

90 

30 

Unit: cd 
-co /180,194.4" 

AVERAGE BEAM ANGLE (5口%）： 153.9" - C 90/270,113.4" 

T 
22mm[0.86"] 

InstαII Opti。nαl Access。ries

4
m
o
3
3［白
白－
J

。 High Transmittance, one-piece extrusion molding, good flexibility 

国g [I]画

［！］且

�B 
直 -/+180 

Qty. Drawing(mm/inch) Length(mm/inch) Install Accessories 

ui
川

3 pcs/M 30[1.18] 
Optical Parameters 

-90 

L」；；
Min. Cuttinl! 

length 
CRI Efficacy Luminous Flux Max.P。werControl LED Qty LEDs/Chip LED/Type Color Voltage Model 

1 pcs/M 1000[39.4] 

bJ Ii
55.55 mm 
2.19 inch Ra90/80 20-301m/W 240-360 lm/m 12 W/m CV 126 Leds/m 7 2835SMD 国崎叫叫呵呵．．．叫24VDC FFWM14A2 

／ customizable 62.5 m付1
2.46 inch Ra90/80 20-301m/W 240-360 lm/m 12 W/m CV 224 Leds/m 7+7 2835SMD 24VDC FFDM17A2 

62.5 m凹1
2.46 inch Ra90/80 

FFDM25F2 

2835SMD 

4040SMD 

lOmm[0.39” ］ 

166.6 mm 
6.56 inch 

83.3π1阿1
3.28 inch 

83.3 m付1
3.28 inch 

62.5 mm 
2.46 inch 

62.5 mm 
2.46 inch 

IP Ra回ng

IP67 

Ra90/80 

Ra90/80 

-25°c阳＋60°C[-13°F阳＋140°F]

25-35 lm/W 

20-301m/W 

25-35 lm/W 

／ 

Stored Temp. 

／ 14.4 W/m R30/G80/B16/W76 

240-360 lm/m 

110-165 lm/m 

R32/G82/B18 

R36/G93/B21 

240-360 lm/m 

Working Temp. 

-25°c阳＋45°C[-13°F-+113°F]

14.4 W/m 

5.5 W/m 

19.5 W/m 

12 W/m 

SW/m CC/CV 

CV 

DMX512-6 

DMX512-16 

CV 

CV 

108 Leds/m 

192 Leds/m 

120 Leds/m 

128 Leds/m 

96Leds/m 

96Leds/m 

Bending Diameter 

120mm[4.72” ］ 

8+8 

18 

6 

6 

6 

8 

4040SMD 

4040SMD 

2835SMD 

2835SMD 

Dimension (WxH) 

L]
J:,

mm
[O

�＂

I 

忏一一叫
lOmm[0.39” ］ 

问1呵呵呵呵．．．

RGB 

Physical Parameters 

RGB 

24VDC 

24VDC 

24VDC 

24VDC 

24VDC 

24VDC 

FPCB width 

FFWM15A2 

FMEM13E2 

FMEM12E2 

FMFM12F2 

FFDM16A2 

22 21 

深圳市元硕达科技有限公司
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Dimensi。ns
Side View Ne。n Flex 122515 
2835SMD & 4040SMD(RGB/RGBW), lOmm Unit: mm[inch] 

150mm[5.91”］ 
｜ι －－－－－－－－－－－－－－叫：1Omm[0.39"] 

」L
Feαture 
。 High transmittance, one-piece extrusion molding, good flexibility 

5050mm[198.81"] - - - - - - - － 叫
"' 

。 ERP standard spectroscopic, single BIN supply, good color 
consistency 

τ 
25mm[0.98”］： 

Lum in。us Intensity Distributi。n Diagram

-/+180 

Install Opti。nal Access。ries

Install Accessories 

」t

。 Multiple and easy Installation ways 

©> Available lo『single CCT & Single color, TW, RGB etc. 

Qty. Drawing(mm/inch) Length(mm/inch) 

国g [I]画

［！］且

�B 
直

3 pcs/M 

［

EE
F

 llllll

l」2

30[1.18] 

90 -90 

Optical Parameters 

二E
1出BJ

1 pcs/M 1000[39.4] Min. Cuttinl! 
length 

CRI Efficacy Luminous Flux Max.P。werControl LED Qty LEDs/Chip LED/Type Color Voltage Model 

55.55 mm 
2.19 inch 

30 

Unit: cd 

-co /180,194.4° 

AVERAGE BEAM ANGLE (5口%）： 153.9° - C 90/270,113.4° 

Ra90/80 20-301m/W 240-360 lm/m 12 W/m CV 126 Leds/m 7 2835SMD 国崎叫叫呵呵．．．叫24VDC FFWM14A2 

／ customizable 
62.5 m付1
2.46 inch 

24 

62.5 m凹1
2.46 inch 

23 

166.6 mm 
6.56 inch 

IP67 

83.3π1阿1
3.28 inch 

83.3 m付1
3.28 inch 

62.5 mm 
2.46 inch 

62.5 mm 
2.46 inch 

IP Ra回ng

Ra90/80 

Ra90/80 

Ra90/80 

Ra90/80 

-25°c阳＋60°C[-13°F阳＋140°F]

20-301m/W 

25-35 lm/W 

20-301m/W 

25-35 lm/W 

／ 

Stored Temp. 

／ 14.4 W/m R30/G80/B16/W76 

160-240 lm/m 

150-210 lm/m 

110-165 lm/m 

R32/G82/B18 

R36/G90/B21 

200-280 lm/m 

Working Temp. 

-25°c阳＋45°C[-13°F-+113°F]

14.4 W/m 

5.5 W/m 

19.5 W/m 

12 W/m 

16 W/m 

8 W/m 

CV 

CC/CV 

CV 

DMX512-6 

DMX512-16 

CV 

CV 

108 Leds/m 

192 Leds/m 

224 Leds/m 

120 Leds/m 

128 Leds/m 

96Leds/m 

96Leds/m 

Bending Diameter 

120mm[4.72”］ 

7+7 

8+8 

18 

6 

6 

6 

8 

2835SMD 

2835SMD 

4040SMD 

4040SMD 

2835SMD 

4040SMD 

2835SMD 

Dimension (WxH) 

叮25mm

』一一斗
12mm[0.47”］ 

问1呵呵呵呵．．．

RGB 

Physical Parameters 

RGB 

24VDC 

24VDC 

24VDC 

24VDC 

24VDC 

24VDC 

24VDC 

lOmm[0.39”］ 

FPCB width 

FFWM15A2 

FMEM13E2 

FMEM12E2 

FMFM12F2 

FFDM17A2 

FFDM16A2 

FFDM25F2 

深圳市元硕达科技有限公司
www.sunliteleds.com
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Dimensi。ns
Side View Ne。n Flex 122515 
2835SMD/4040SMD(RGB/RGBW), 12mm Unit: mm[inch] 

150mm[5.91”］ 
｜ι －－－－－－－－－－－－－－叫：12mm[0.47"]

」L
Feαtu res 
。 High Transmittance, one-piece extrusion molding, good flexibility 

5050mm[198.81"] - - - - - - - － 叫"' 。 ERP standard spectroscopic, single BIN supply, good color 
consistency 

τ 
25mm[0.98”］： 

Install Opti。nal Access。ries Lum in。us Intensity Distributi。n Diagram

./+180 
Qty. 

」t

。 Multiple and easy Installation ways 

©> Available to『single CCT & Single color, TW, RGB etc. 

Drawing(mm/mch) Length(mm/inch) Install Accessories 

画T
E

且

而
且

中

盛

甲

m
m

E
 

画

3 pcs/M 

－

E
E
F

 llllll

l」2

30[1.18] 

90 -90 

LJ� 
1出6]

Optical Parameters 

1 pcs/M 1000[39.4] Min. Cuttinl! 
length 

CRI Efficacy Luminous Flux Max.P。werControl LED Qty LEDs/Chip LED/Type Color Voltage Model 

55.55 mm 
2.19 inch 30 

Unit: cd 

-CO /180,194.4" 
AVERAGE BEAM ANGLE (50%） ：。153.9" -c 90/270,113.4" 

／ cust。mizable
Ra90/80 20-301m/W 300-450 lm/m 15 W/m CV 126 Leds/m 7 2835SMD 国崎叫叫呵呵．．．叫24VDC FFWM20A2 

26 

62.5 m付1
2.46 inch 

FFDM22A2 

Ra90/80 

Ra90/80 

Ra90/80 

62.5 mm 
2.46 inch 

83.3π1阿1
3.28 inch 

83.3 m付1
3.28 inch 

62.5 m凹1
2.46 inch 

20-301m/W 

25-35 lm/W 

25-35 lm/W 

180-270 lm/m 

175-245 lm/m 

R33/G95/B24 

250-350 lm/m 

16 W/m 

lOW/m 

16 W/m 

14 W/m 

CV 

CC/CV 

CV 

CV 192 Leds/m 

224 Leds/m 

120 Leds/m 

128 Leds/m 

7+7 

8+8 

6 

8 

2835SMD 

2835SMD 

4040SMD 

2835SMD 问1呵呵呵呵．．．

RGB 

24VDC 

24VDC 

24VDC 

24VDC 

FFWM21A2 

FMEM19E2 

FFDM23A2 

／ 

25 

62.5町，m
2.46 inch 

IP67 

IP Ra回ng

／ 

Stored Temp. 

25•c阳＋6o·q 13°F阳＋140°F]

R37 /G96/B19/W90 

R32/G82/B18 

25•c阳＋45°C[ 13°F-+113°F] 

19.5 W/m 

18 W/m 

w。rking Temp.

CV 

DMX512-16 

96Leds/m 

96Leds/m 

Bending Diameter 

120mm[4.72”］ 

6 

6 

4040SMD 

4040SMD 

Dimensi。n (WxHJ

四z…］

伍司1[0.47”］

Physical Parameters 

RGB 

24VDC 

24VDC 

12mm[0.47”］ 

FPCB width 

FMEM18E2 

FMFM18F2 

深圳市元硕达科技有限公司
www.sunliteleds.com
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•• 
．． 

---

Listing 

M。delNo. lOlOZ 

v。ltage (VDC) 12V/24V 

Bending Diameter 60付1付1

Drawing(mm) 10*10 

川
w 

IP Grade 67 

PCB width Smm 

White ./ 

CCT j 

RGB j 

RGBW × 

Pixel x 

－

1212Z 

12V/24V 

60m付1

12*12 

一一一

二
工

w 

67 

Smm 

./ 

j 

j 

× 

× 

？现

1616Z 2014Z 2020Z 

12V/24V 12V/24V 12V/24V 

100付1付1 100付1付1 1200m付1

16叫6 20*14 20*20 

三1� 门
工口J�

w w 
w 

67 67 67 

10mm/12mm 1Dmm/12mm 10mm/12mm 

./ j j 

j j j 

j j j 

j j j 

j j j 

28 Shenzhen Suntech Company Limited www.sunliteleds.com 



Dimensi。ns
T。p View Ne。n Flex 1010
2835SMD 8门1门1

＼＼ 
5050mm[198.81”］ 

: 1 Omm[0.39"] 

'"' 

Unit: mm[inch] 

150mm[5.91 "] 
忡 ’l

Feαtu res 
。 High transmittance, environmentally friendly silicone material, 

one-piece extrusion molding, good flexibility 

Lum in。us Intensity Distribution Diagram Install Opti。nal Access。ries

。 ERP standard spectroscopic, single BIN supply, good color 
consistency 

。 Mutiple and easy installation ways 

O Available for Single CCT & Single color, tunable white 

画T
E

且

而
且

E
E
甲

mm
E
 

画

1 Omm[0.39"] 

．．． 

．．． 

-/+180 
Qty. 

市商暗斗
FU口叫

Drawing(mm/inch) Length Install Accessories 

3 pcs/M 30mm[l.18inch] 

［

嘀晴』
FU叫

-90 

1 pcs/M 1000mm[39.4inch] 

市晦U止
FU口啊

UNIT cd 
180,113., 

C,0/210,111 6 30 
C00/240,118.1 

O C90/270,125 0 

AVERAGE BEAM ANGLE (50毫） ,117.0 OEG 

／ customizable 

Optical Parameters 

Min. Cuttinl! 
length 

CRI Efficacy Luminous Flux Max.P。werControl LED Qty LEDs/Chip LED/Type Color Voltage Model 

55.55 mm 
2.19 inchRa90/80 55-65 lm/W 550-650 lm/m lOW/m CV 126 Leds/m 7 2835SMD l咱 吨""ISOO::叫．．．阳24VOC FFWM08A2 

30 

50 m町1
1.97 inch 

29 

62.5 m付1
2.46 inch 

IP67 

83.3阿，m
3.28 inch 

IP Rating 

Ra90/80 

Ra90/80 

Ra90/80 

-25°c阳＋60°C[-13°F阳＋140°F]

60-70lm/W 

55-65 lm/W 

60-701m/W 

Stored Temp. 

420-490 lm/m 

550-650 lm/m 

600-700 lm/m 

lOW/m 

w。rking Temp.

-25°c阳＋45°C[-13°F-+113°F]

lOW/m 

7 W/m CC/CV 

CV 

CV 

128 Leds/m 

280 Leds/m 

192 Leds/m 

Bending Diameter 

60mm[2.17”］ 

7+7 

8 

8+8 

2835SMD 

2835SMD 

2835SMD 

Dimension (WxH) 

二IlOmm[0.39"]

咱吨""'I吨吨．．．阳

Physical Parameters 

24VDC 

24VDC 

24VDC 

FPCB width 

8mm[0.32”l 

FFWM09A2 

FFWM11A2 

FFDM10A2 

深圳市元硕达科技有限公司
www.sunliteleds.com
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Dimensi。nsT。p View Ne。n Flex 1212 
2835SMD 8门1门1

＼＼ 

: 12mm[0.42"] 

"' 

Unit: mm[inch] 

1 SOmm[S.91 "] 

忡 ’lFeαtu res 
。 High transmittance, environmentally friendly silicone material, 

one-piece extrusion molding, good flexibility 

T 

Lum in。us Intensity Distributi。n Diagram Install Opti。nal Access。ries

O Available for Single CCT & Single color, tunable white 

画TE
且

而
且

中

圈
也

口m
E

画

5050mm[198.81”］ 

．．． 

。 ERP standard spectroscopic, single BIN supply, good color 
consistency 

。 Mutiple and easy installation ways 

12mm[0.42"] 

．．． 

-/+180 Qty. Drawing(mm/inch) Length Install Accessories 

霄悔ufU叫 3 pcs/M 30mm[1.18inch] Optical Parameters 

Min. Cuttinl! 
length 

CRI Efficacy Luminous Flux Max.P。werControl LED Qty LEDs/Chip LED/Type Color Voltage Model 
-90 

－
鸭悔rJ

F门同 1 pcs/M 1000mm[39.4inch] 
55.55 mm 
2.19 inchRa90/80 50-601m/W 500-600 lm/m 10 W/m CV 126 Leds/m 7 2835SMD l咱 吨""'iSOO::叫．．．阳24VOC FFWM08A2 

C60/240,118.l O C90/270,125 0 
AVERAGE BEAM ANGLE (50的：117.0 DEG 

／ Ul customizable ＼

32 

50 m町1
1.97 inch 

31 

62.5 m付1
2.46 inch 

IP67 

83.3阿，m
3.28 inch 

IP Rating 

Ra90/80 

Ra90/80 

Ra90/80 

-25＇（阳＋60。C[-13'F阳＋140'F]

55-65 lm/W 

50-60lm/W 

55-65 lm/W 

Stored Temp. 

385-455 lm/m 

500-600 lm/m 

550-650 lm/m 

10 W/m 

w。rking Temp.

-25＇（阳＋45'C[-13'F叫113'F]

10 W/m 

7W/m CC/CV 

CV 

CV 

128 Leds/m 

280 Leds/m 

192 Leds/m 

Bending Diameter 

60mm[2.19” ］ 

7+7 

8 

8+8 

2835SMD 

2835SMD 

2835SMD 

Dimension (WxH) 

可比…

咱吨""'I吨吨．．．阳

Physical Parameters 

24VDC 

24VDC 

24VDC 

FPCB width 

8mm[0.32” l 

FFWM09A2 

FFWM11A2 

FFDM10A2 

深圳市元硕达科技有限公司
www.sunliteleds.com
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Dimensi。ns
T。p View Ne。n Flex 1616
2835SMD & 4040SMD(RGB/RGBW), lOmm 

: 16mm[0.62"] 

Unit: mm[inch] 

1 SOmm[S.91 "] 
忡 ’l

Feαtu res 

＼＼ 
5050mm[198.81”］ '"' 

。 ERP standard spectroscopic, single BIN supply, good color 
consistency 

Lum in。us Intensity Distributi。n Diαgram Install Opti。nal Access。ries

。 Multiple and easy Installation ways 

©> Available to『single CCT & Single color, TW, RGB etc. 

画T
E

且

而且

中

圈
甲

口m
E

画

．．．． 
。 High transmittance, one-piece extrusion molding, good flexibility 

16mm[0.62"] 

．．． 

．．． 

/+180 Qty. 

」］ ！

Drawing(mm/inch) Length(mm/inch) Install Accessories 

3 pcs/M 30[1.18] Optical Parameters 

L」］ 5
Min. Cuttinl! 

length 
CRI Efficacy Luminous Flux Max.P。werControl LED Qty LEDs/Chip LED/Type Color Voltage Model 

1 pcs/M 1000[39.4] 
55.55 mm 
2.19 inch Ra90/80 55-65 lm/W 660-780 lm/m 12 W/m CV 126 Leds/m 7 2835SMD 国崎叫叫呵呵．．．叫24VDC FFWM14A2 

UNIT cd 

180,113 l 

C30/210,111.6 
30 

C60/240,118 1 
0 c，。／270,125.0

AVERAGE BEAM ANGLE (50毫） 0117.0 DEG 

62.5 m付1
2.46 inch ／ customizable Ra90/80 55-65 lm/W 660-780 lm/m 12 W/m CV 224 Leds/m 7+7 2835SMD 24VDC FFDM17A2 

34 

62.5 m凹1
2.46 inch 

33 

166.6 mm 
6.56 inch 

IP67 

83.3π1阿1
3.28 inch 

83.3 m付1
3.28 inch 

62.5 mm 
2.46 inch 

62.5 mm 
2.46 inch 

IP Ra回ng

Ra90/80 

Ra90/80 

Ra90/80 

-25。C～＋60°C[-13。F～＋140°F]

60-70lm/W 

30-401m/W 

60-701m/W 

／ 

Stored Temp. 

／ 14.4 W/m R35/G120/B25/W13 

Working Temp. 

-25。C叫45。C[-13°F”＋113°F]

R40/G125/B13 

165-220 lm/m 

R35/G120/B25 

720-840 lm/m 

480-560 lm/m 

14.4 W/m 

5.5 W/m 

19.5 W/m 

12 W/m 

8 W/m CC/CV 

CV 

DMX512-6 

DMX512-16 

CV 

CV 

108 Leds/m 

192 Leds/m 

120 Leds/m 

128 Leds/m 

96Leds/m 

96Leds/m 

Bending Diameter 

100mm[3.95”］ 

8+8 

18 

6 

6 

6 

8 

2835SMD 

4040SMD 

4040SMD 

2835SMD 

4040SMD 

2835SMD 

Dimension (WxH) 

山｝6mm[0.62"]

问1呵呵呵呵．．．

RGB 

Physical Parameters 

RGB 

24VDC 

24VDC 

24VDC 

24VDC 

24VDC 

24VDC 

lOmm[0.39” l 

FPCB width 

FFWM15A2 

FMEM13E2 

FMEM12E2 

FMFM12F2 

FFDM16A2 

FFDM25F2 

深圳市元硕达科技有限公司
www.sunliteleds.com

Shenzhen Suntech Company Limited www.sunliteleds.com Shenzhen Suntech Company Limited www.sunliteleds.com 



Dimensi。ns
T。p View Ne。n Flex 1616
2835SMD & 4040SMD(RGB/RGBW), 12mm 

: 16mm[0.62"] 

Unit: mm[inch] 

1 SOmm[S.91 "] 
忡 ’l

Feαtu res 

＼＼ 

Lum in。us Intensity Distributi。n Diagram InstαII Opti。nαl Access。ries

。 ERP standard spectroscopic, single BIN supply, good color 
consistency 

。 Multiple and easy Installation ways 

©> Available to『single CCT & Single color, TW, RGB etc. 

画T
E

且

而
且

E
E
甲

m
m
E
 

画

．．．． 
。 High transmittance, one-piece extrusion molding, good flexibility 

T 

5050mm[198.81”］ 

16mm[0.62"] 

'"' 

．．． 

．．． 

UNIT cd 
180,113 a 

C,0/210,111 6 
30 

C00/240,118.1 
O C90/270,125 0 

AVERAGE BEAM ANGLE(50%) ,117.0 DEG 

-/+180 Qty. Drawing(mm/inch) Length(mm/inch) Install Accessories 

L」J I 3 pcs/M 30[1.18] Optical Parameters 

-90 

L」J I
Min. Cuttinl! 

length 
CRI Efficacy Luminous Flux Max.P。werControl LED Qty LEDs/Chip LED/Type Color Voltage Model 

1 pcs/M 1000[39.4] 55.55 mm 
2.19 inch 

62.5 m付1
2.46 inch 

Ra90/80 50-60lm/W 750-900 lm/m 12 W/m CV 126 Leds/m 7 2835SMD 国崎叫叫呵呵．．．叫24VDC FFWM20A2 

／ customizable 
Ra90/80 50-601m/W 600-720 lm/m 12 W/m CV 224 Leds/m 7+7 2835SMD 24VDC FFDM23A2 

36 

62.5 m凹1
2.46 inch 

FFDM22A2 

Ra90/80 

Ra90/80 

62.5 mm 
2.46 inch 

83.3π1阿1
3.28 inch 

83.3 m付1
3.28 inch 

55-65 lm/W 

55-65 lm/W 770-910 lm/m 

R35/G11/B29 

550-650 lm/m lOW/m 

14 W/m 

16 W/m 

CC/CV 

CV 

CV 

192 Leds/m 

120 Leds/m 

128 Leds/m 

8+8 

6 

8 

2835SMD 

4040SMD 

2835SMD 问1呵呵呵呵．．．

RGB 

24VDC 

24VDC 

24VDC 

FFWM21A2 

FMEM19E2 

／ 

35 

62.5町，m
2.46 inch 

IP67 

IP Rating 

／ 

Stored Temp. 

25·c-+Go·q 13°F-+140°FJ 

R33/G110/B25/W11 

R35/G120/B25 

25·c-+45·q 13°F”＋113°F] 

19.5 W/m 

16 W/m 

Working Temp. 

CV 

DMX512-16 

96Leds/m 

96Leds/m 

Bending Diameter 

100mm[3.93”］ 

6 

6 

4040SMD 

4040SMD 

Dimension (WxH) 

口6mm[0.62"]

Physical Parameters 

RGB 

24VDC 

24VDC 

12mm[0.47” l 

FPCB width 

FMEM18E2 

FMFM18F2 

深圳市元硕达科技有限公司
www.sunliteleds.com

Shenzhen Suntech Company Limited www.sunliteleds.com Shenzhen Suntech Company Limited www.sunliteleds.com 



Dimensi。nsT。p View Ne。n Flex 2014
2835SMD & 4040SMD(RGB/RGBW), lOmm Unit: mm[inch] 

150mm[5.91 "] 
忡 ’l

: 20mm[0.78"] Feαtu res 

＼＼．．．． 。 High transmittance, one-piece extrusion molding, good flexibility 

Lum in。us Intensity Distributi。n Diagram

T 

5050mm[198.81”］ 

14mm[0.55"] 

. 
!<---

Install Opti。nal Access。ries

．．． 

．．． 

。 ERP standard spectroscopic, single BIN supply, good color 
consistency 

国g [I]画
［！］且

©> Available lo『single CCT & Single color, TW, RGB etc. 

。 Multiple and easy Installation ways 

�B 
直

90 

-/+180 
Qty. Drawing(mm/inch) Length(mm/inch) Install Accessories 

ui 3 pcs/M 30[1.18] Optical Parameters 

商悔rf
门二叫

Min. Cuttinl! 
length 

CRI Efficacy Luminous Flux Max.P。werControl LED Qty LEDs/Chip LED/Type Color Voltage Model 

-90 1 pcs/M 55.55 mm 
2.19 inch 

1000[39.4] Ra90/80 55-65 lm/W 660-780 lm/m 12 W/m CV 126 Leds/m 7 2835SMD 国崎叫叫呵呵．．．叫24VDC FFWM14A2 

Ul 
62.5 m付1
2.46 inch 

－

r－
F耳

目
平

customizable 
Ra90/80 55-65 lm/W 440-520 lm/m 12 W/m CV 224 Leds/m 7+7 2835SMD 24VDC FFDM17A2 

62.5 m凹1
2.46 inch 

38 

Ra90/80 

37 

166.6 mm 
6.56 inch 

IP67 

83.3π1阿1
3.28 inch 

83.3 m付1
3.28 inch 

62.5 mm 
2.46 inch 

62.5 mm 
2.46 inch 

IP Ra回ng

Ra90/80 

Ra90/80 

25°C-+60°C[ 13°F-+140°F] 

60-70lm/W 

30-401m/W 

60-701m/W 

／ 

Stored Temp. 

／ 14.4 W/m R31/G107/B16/W155 

Working Temp. 

25°C”＋45°C[ 13°F-+113°F] 

R36/G118/B21 

165-220 lm/m 

R34/G115/B22 

360-420 lm/m 

480-560 lm/m 

14.4 W/m 

5.5 W/m 

19.5 W/m 

12 W/m 

8 W/m CC/CV 

CV 

DMX512-6 

DMX512-16 

CV 

CV 

108 Leds/m 

192 Leds/m 

120 Leds/m 

128 Leds/m 

96Leds/m 

96Leds/m 

Bending Diameter 

100mm[3.94”］ 

8+8 

18 

6 

6 

6 

8 

2835SMD 

4040SMD 

4040SMD 

2835SMD 

4040SMD 

2835SMD 

Dimension (WxH) 

二I14mm[0.55"]

坏而m

问1呵呵呵呵．．．

RGB 

Physical Parameters 

RGB 

24VDC 

24VDC 

24VDC 

24VDC 

24VDC 

24VDC 

10mm[0.39”］ 

FPCB width 

FFWM15A2 

FMEM13E2 

FMEM12E2 

FMFM12F2 

FFDM16A2 

FFDM25F2 

深圳市元硕达科技有限公司
www.sunliteleds.com

Shenzhen Suntech Company Limited www.sunliteleds.com Shenzhen Suntech Company Limited www.sunliteleds.com 



Dimensi。nsT。p View Ne。n Flex 2014
2835SMD & 4040SMD(RGB/RGBW), 12mm 

: 20mm[0.78"] 

Unit: mm[inch] 

150mm[5.91"] 
忡 ’l

Feαture 

＼＼ ．．．． 。 High Transmittance, one-piece extrusion molding, good flexibility 

Lum in。us Intensity Distributi。n Diagram 

T 

5050mm[198.81”］ 

14mm[0.55"] 

. 
!<··· 

Install Opti。nal Access。ries

．．． 

．．． 

。 ERP standard spectroscopic, single BIN supply, good color 
consistency 

国g [I]画

［！］且

©> Available to『single CCT & Single color, TW, RGB etc. 

。 Multiple and easy Installation ways 

�B 

直

90 

-/+180 
Qty. Drawing(mm/inch) Length(mm/inch) Install Accessories 

L」E 3 pcs/M 30[1.18] Optical Parameters 

商悔UJ
F门市

Min. Cuttinl! 
length 

CRI Efficacy Luminous Flux Max.P。werControl LED Qty LEDs/Chip LED/Type Color Voltage Model 

-90 
1 pcs/M 1000[39.4] 55.55 mm 

2.19 inch 国崎叫叫呵呵．．．叫 Ra90/80 55-65 lm/W 825-975 lm/m 12W/m CV 126 Leds/m 7 2835SMD 24VDC FFWM20A2 

［

啊陆七门同
62.5 m付1
2.46 inch －

r－
F耳

目

平

customizable ＼
Ra90/80 55-65 lm/W 495-585 lm/m 18W/m CV 224 Leds/m 7+7 2835SMD 24VDC FFDM23A2 

62.5 m凹1
2.46 inch 问1呵呵呵呵．．．

40 

Ra90/80 

FFDM23A2 Ra90/80 

62.5 mm 
2.46 inch 

83.3π1阿1
3.28 inch 

83.3 m付1
3.28 inch 

60-701m/W 

60-70lm/W 

600-700 lm/m 

420-490 lm/m 

R38/G120/B25 

10W/m 

14W/m 

18W/m 

CC/CV 

CV 

CV 

192 Leds/m 

120 Leds/m 

128 Leds/m 

8+8 

6 

8 

2835SMD 

4040SMD 

2835SMD 

RGB 

24VDC 

24VDC 

24VDC 

FFWM21A2 

FMEM19E2 

R35/G110/B18/W165 / 

39 

62.5町，m
2.46 inch 

IP67 

IP Rating 

／ 

Stored Temp. 

25'C阳＋60'C[ 13。F-+140'F]

R35/G120/B25 

19.5W/m 

Working Temp. 

25。c-+45。C[ 13。F-+113'F]

19.5 W/m 

CV 

DMX512-16 

96Leds/m 

96Leds/m 

Bending Diameter 

100mm[3.94”］ 

6 

6 

4040SMD 

4040SMD 

Dimension (WxH) 

二J…
同一一一一一一叫

20 r《.78”1m阿11U. I 

Physical Parameters 

RGB 

24VDC 

24VDC 

12mm[0.47”］ 

FPCB width 

FMEM18E2 

FMFM18F2 

深圳市元硕达科技有限公司
www.sunliteleds.com

Shenzhen Suntech Company Limited www.sunliteleds.com Shenzhen Suntech Company Limited www.sunliteleds.com 



T。p View Ne。n Flex 2020 
2835SMD & 4040SMD(RGB/RGBW), lOmm 

Optical Parameters 

Dimensi。ns

Unit: mm[inch] 

Feαture 
150mm[5.91"] 

忡 ’l
: 20mm[0.78"] 

。 High transmittance, one-piece extrusion molding, good flexibility 
．．．． ＼＼ 。 ERP standard spectroscopic, single BIN supply, good color 

consistency H…一…一…一…一…一…一…－－---------------- 5050mm[198.81”］ －…－…－

…－－－－－－－－－－－－－－－－－－

－－－－－－－－－－－－－一－一
－一－

叫

。 Multiple and Easy Installation ways 

©> Available lo『single CCT & Single color, TW, RGB etc. ．．． 

20mm[0.78”］ 

国g [I]画
［！］且

．．． 

Install Opti。nal Access。ries Lum in。us Intensity Distributi。n Diagram

Install Accessories Length(mm/inch) Drawing(mm/inch) Qty. /+180 

30[1.18] U
E
二二
二
时

1 pcs/M 

3 pcs/M 

Model Voltage Color LED/Type LEDs/Chip LED Qty 
90 

Control Luminous Flux 

1000[39.4] 

Efficacy CRI Min. Cuttinl! 
length 

Max.P。wer
-90 

FFWM14A2 24V DC 阿叫叫呵呵．．．叫 7 126 Leds/m CV 12 W/m 55.55 mm 
2.19 inch 2835SMD 600-720 lm/m 50-60 m/W Ra90/80 

2835SMD 7+7 224 Leds/m CV 

14.4 W/m R36/G115/B20 83.3 m付14040SMD 6 120 Leds/m CV 3.28 inch 

4040SMD 6 96Leds/m CV 14.4 W/m R30/G105月15/W150 I
62.5 mm 
2.46 inch 

2835SMD 18 108 Leds/m DMX512-6 5.5 W/m 165-220 lm/m 30-40 lm/W Ra90/80 166.6 mm 
6.56 inch 

4040SMD 6 96Leds/m DMX512-16 19.5 W/m R32/G110/B20 ／ 
62.5 mm 
2.46 inch 

FFDM17A2 24VDC 

FFWM15A2 24V DC E!J 呵呵呵呵．．．

FFDM16A2 24VDC 

FMEM13E2 24V DC I RGB 

FMEM12E2 24V DC 

FFDM25F2 24VDC 

FMFM12F2 24V DC r.;; 

2835SMD 8 128 Leds/m CC/CV 

2835SMD 8+8 192 Leds/m CV 

50-60 lm/W Ra90/80 62.5 m付116 W/m 400-480 lm/m 2.46 inch 

飞地
customizable 

55-65 lm/W Ra90/80 62.5 m凹18 W/m 440-5201m/m 2.46 inch 

55-65 lm/W Ra90/80 83.3π1阿112 W/m 330-390 lm/m 3.28 inch 

川出 ？

…
 

／ 

21 ［口.83]

Working Temp. 

Physical Parameters 

FPCB width Dimension (WxH) Bending Diameter IP Ra回ngStored Temp. 

lOmm[0.39”l 100mm[3.97”］ IP67 口,1:=•IO�［

勺丽可tb.78"]

-25°C-+45°C[-13°F-+113°F] -25°C阳＋60°C[-13°F-+140°F]

41 42 

深圳市元硕达科技有限公司
www.sunliteleds.com
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�显遭到国g [I]画
价 直 气？ ［！］且,li1¥,1_, …由阳" 

Optical Parameters 

Model Voltage Color LED/Type LEDs/Chip LED Qty Control Max.P。wer Luminous Flux Efficacy CRI Min. Cutting 
length 

FFWM20A2 24V DC 问叫叫呵呵…E 2835SMD 7 126 Leds/m CV 15 W/m 600-720 lm/m 55-65 lm/W Ra90/80 55.55 mm 
2.19 inch 

FFDM23A2 24VDC ..,.,. 6500 2835SMD 7+7 224 Leds/m CV 18 W/m 450-540 lm/m 55-65 lm/W Ra90/80 62.5 m付1
2.46 inch 

f咱呵呵呵呵…E 2835SMD 8 128 Leds/m CC/CV lOW/m 550-650 lm/m 60-70 lm/W Ra90/80 62.5 m凹1
FFWM20A2 24V DC 2.46 inch 

FFDM23A2 24VDC �6500 2835SMD 8+8 192 Leds/m CV 14 W/m 385-455 lm/m 60-70 lm/W Ra90/80 83.3π1阿1
3.28 inch 

18 W/m R38/G120/B22 
83.3 m付1

FMEM19E2 24V DC 4040SMD 6 120 Leds/m CV 3.28 inch 

FMEM18E2 24V DC 4040SMD 6 96Leds/m CV 14.4 W/m R35/G110/B18/W160 / 62.5 mm 
2.46 inch 

FMFM18F2 24V DC IRGBP, 4040SMD 6 96Leds/m DMX512-16 19.5 W/m R32/G110/B20 ／ 
62.5町1π1
2.46 inch 

T。p View Ne。n Flex 2020 
2835SMD & 4040SMD(RGB/RGBW), 12mm 

Dimensi。ns

Unit: mm[inch] 

Feαture 
150mm[5.91"] 

忡 ’l
: 20mm[0.78"] 

。 High transmittance, one-piece extrusion molding, good flexibility 
．．．． ＼＼ 。 ERP standard spectroscopic, single BIN supply, good color 

consistency H…一…一…一…一…一…一…－－---------------- 5050mm[198.81”］ －…－…－…－－－－－－－－－－－－－－－－－－－－－－－－－－－－－－－一－一－一－ 叫

。 Multiple and Easy Installation ways 

©> Available lo『single CCT & Single color, TW, RGB etc. ．．． 

20mm[0.78”］ 

．．． 

Install Opti。nal Access。ries Lum in。us Intensity Distributi。n Diagram

Install Accessories Length(mm/inch) Drawing(mm/inch) Qty. 
/+180 

30[1.18] bJ]i ＇�＇＇＂

」一一一」
23[0.91] 

二百 1 pcs/M 

」一一」
23[0.91] 

90 -90 
1000[39.4] 

＼ U］ ／ customizable 
）

…
 

21 [0.83] 

Working Temp. 

Physical Parameters 

FPCB width Dimension (WxH) Bending Diameter IP Ra回ngStored Temp. 

12mm[0.47”l 100mm[3.97”］ 25°C-+60°C[ 13°F”＋140°F] 口,1:=•IO�［

勺丽可tb.78"]

25°C”＋45°C[ 13°F-+113°F] IP67 

43 44 

深圳市元硕达科技有限公司
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360° R。undV1ewNe。n Flex

2835SMD3D 

Optical Parameters 

Features 

iQI High transmittance, one-piece extrusion molding, good flexibility 

。 ERP standord spectroscopic, single BIN supply, good color 
consistency 

iQI Multiple and easy Installation ways 

。 Available for Single CCT & Single color 

画

E

型

且

而
且

E

画

面

国

型

国

画

M。del Color CRI Min. Cutting 
length 

LED/Type LEDs/Chip LED Qty c。ntrol Max. Power Luminous Flux Efficacy Voltage

FFWN07A2-D23 24V DC 120 Leds/m CV 12 W/m 300 420 lm/m SO mm 
1.97inch 2835SMD 6 25 35 lm/W Ra90/80 

023mm[0.91") 

5050mm[198.811 150mm[5.91'1 

Optical Parameters 

Model c。l。r CRI Min. Cut甘ng
length 

LED/Type LEDs/Chip LED Qty Control Max Power Luminous Flux Efficacy v。ltage

FFWN07A2-D23 24V DC 120 Leds/m CV 12 W/m 300 420 lm/m 50mm 
1.97inch 2835SMD 6 

� 

25 35 lm/W Ra90/80 

018mm[0.71") 

5050mm[198.811 150mm[5.91'1 

46 
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WαII Wαsher Neon Flex FFWR01A2 
2835SMD, 12付1付飞， Beα付l Angle 30°

Opticαl pαrameters 

Features 
。 High Transmittance, on伊•p协捕extrusion molding, gooct fl刷刷lty

O ERP standard sp阴阳拟出自阪总创ngle BIN suppl机goodoolor
conalstency 

。 Multiple and拥sytnstal阳tionway事

O Available for 到ngle CCT & Slngl睡color

因国国国圈

”’“1 Voltqa “lor L!D/rvs幡 l.ml/Ollp LED Qty 也酬喇喇 翩翩马”附er Lumlnc剧‘阿幽 EflltK'曹 αu Mln.C凶””囔
le鸣’h

FFWM01A2 24V DC 2部SSMD 2 48Leds/m CV 16W/m 1200棚lm/m 75-93 lm/W Ra90/80 1.;?:, 

Physicαl p。rameters

FPB剑” 刷刷刷m伽阳H} ，．翩翩脚 酶阳回In罐。棚”蛐制”’ Wo，怕『I'＂酬啊，． $制帽dTe唰，． ’PR削”S

40•11mm (1.57’＂DA的

LJ}&nm(O. 

膏。· 10阳咧m[3.9S’i -2s·c-呗s·c1-13'f吨113年i -2s·c－刊iO"C{-13.F吨140＇盯 l附

1御咧m[O.侃”1

0000000 000000 

约1伽，m I到掷’1

口 ); 口 48 深圳市元硕达科技有限公司
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